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5.0-in.-O.D.
s.s. casing

6/9 sand and flowing formation sand 

8/12 sand

6/9 sand

    21-in. 
borehole

  14.5-in. (47 to 510 ft) 
         borehole 

Drawing Not to Scale

18-in. surface casing to 47 ft
Cement

Cement pad (5 ft x 10 ft x 8 in.)

10 3/4-in. protective cover 

Locking cap
Top of s.s. casing 29 in.
above ground level

75.0 ft

All depths feet below 
ground surface

Cement

Cement

30/70 sand

Slough

Note:  The screen intervals list the footages of the pipe perforations, not the tops and bottoms of screen joints.

Bentonite pellets

Bentonite pellets

20/40 sand

Bentonite pellets

862.0 ft

1387.0 ft

TD 1489 ft

1284 ft

1435.0 ft

         Screen #1 
(872.3 to 914.2 ft)

         Screen #2 
(947.0 to 988.9 ft)

         Screen #3 
(1272.2 to 1278.9 ft)

         Screen #4 
(1378.2 to 1384.9 ft)

          Screen #5 
(1447.3 to 1452.3 ft)

 Sump
(1452.3 to 1472.9 ft)

20/40 sand 

8/12 sand

1367.0 ft

937.5 ft Bentonite pellets

922.0 ft

1007.0 ft

1142.0 ft
1132.0 ft

1345.0 ft
1340.0 ft

1437.0 ft

1478.0 ft

857.0 ft

Cement
327.0 ft
332.0 ft

Bentonite chips & washed gravel (50/50 mix)

Bentonite chips & washed gravel (50/50 mix)607.0 ft
627.0 ft Cement

Bentonite chips & washed gravel (50/50 mix)

Bentonite pellets

20/40 sand1243.5 ft
1234.5 ft Bentonite pellets

  10.5-in. (1258 to 1489 ft) 
         borehole 

  12.25-in. (510 to 1258 ft) 
         borehole 

1368.5 ft
20/40 sand

1389.0 ft

20/40 sand

Centralizer Depths (ft)

70 872 1287

180 919 1341

280 945 1370

380 994 1395

480 1070 1440

580 1155 1465

680 1220

774 1265

Figure 4.2-1. As-built well configuration diagram, well R-22




